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NOTES:

MATERIAL CARBON STEEL.

SILENCER IS DESIGNED TO SUPPORT OWN WEIGHT ONLY.
STANDARD MAXIM CONSTRUCTION TOLERANCE APPLY (£1/4").
ALL WELDED CONSTRUCTION.

DRAWING SUBJECT TO CHANGE WITHOUT NOTICE.
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INLET 24 IN FLANGE
DRILLED TO ANSI #150

OUTLET 24 IN FLANGE
DRILLED TO ANSI #150

ALL DIMENSIONS N INCHES UNLESS
OTHERVISE SPECIFIED.

TOLERANCES APPLY ON CRITICAL
DIMENSION(S) AS SHOWN BELOW:

1/8 IMP FRAC; 0.125 IWP DEC
3. 175 MM MITRIC: £2” ANGULAR

DRAWING TYPE:

SALES
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HOLD - CRTICAL DMENsioN [ APPROVED BY: [DATE. TITLE: SILENCER SUPER CRITICAL GRADE SPARK ARRESTOR
24 MSA33 C ST

THE INFORMATION HEREIN 15 THE PROPERTY
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IT IS PROVIDED IS STRICTLY PROHIBITED. | REF #: EST. WEIGHT: | DRANING NO. : REV:

00 NOT SCALE DRAWING. | 2822 LBS MSA33-24C1
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